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От переводчика (Э.Иванов): советую строго следить, чтобы вода покрывала электроды,

иначе проскочившая искра воспламенит ГРЕМУЧИЙ ГАЗ, и если он РВАНЕТ -

МАЛО НЕ ПОКАЖЕТСЯ !!!

Лучше с этой целью в верхней части установки устроить датчик контроля

уровня, автоматически отключающий питание при понижении уровня воды.

Также хорошей идеей будет использование обратного гасителя пламени,

который обычно представляет собой трубку, наполненную сухим песком

и расположенную вблизи горелки.

В тексте патента ну очень много воды :) поэтому я ее слегка отлил.

Эту воду вы можете добыть из варианта на английском, если приспичит.

--------------------------------------------------------------------

Этот файл любезно предоставлен с Keelynet Jim Shaffer.

--------------------------------------------------------------------

"Очевидно, что изобретатель из США Стэнли Мэйер разработал электрическую ячейку, которая позволяет разделять обыкновенную водопроводную воду на водород и кислород с гораздо меньшей затратой энергии, чем требуется при обычном электролизе".

Что это значит для вас??? Как это повлияет на ВАШУ жизнь???

Позвольте мне рассказать вам, почему это КРАЙНЕ ВАЖНО ДЛЯ ВАС!

Это просто самая ВАЖНАЯ ВЕЩЬ, КОТОРУЮ ВЫ КОГДА-ЛИБО ПРОЧИТАЛИ!

Подумайте о МИЛЛИАРДАХ долларов США, которые тратятся на выкачивание веществ из почвы. Мы посылаем эти деньги в ДРУГУЮ СТРАНУ! (и они воюют и убивают друг друга и хотят более).

Если это изобретение будет установлено в ВАШЕМ СУЩЕСТВУЮЩЕМ АВТОМОБИЛЕ, вы больше не потратите ни цента на БЕНЗИН!

Это бы означало, что эти МИЛЛИАРДЫ долларов остались бы здесь, в старой доброй Америке и использовались бы для медицинского исследования, новых технологий, космических изысканий и многого другого.

ЭТО СДЕЛАЛО БЫ ВАШУ ЖИЗНЬ НАМНОГО ЛУЧШЕ!

Кроме того, это поможет избежать кучи загрязнений. Вы могли бы питать 2 наиболее мощных устройства в вашем доме (ваш Воздушный Кондициионер и Холодильник) благодаря системе, использующей это устройство... Применениям нет числа!!!!

ЭТО ТАК ВАЖНО! Я НЕ МОГУ ДАЖЕ СКАЗАТЬ, НАСКОЛЬКО!

ОСТАНОВИТЕСЬ, ЧТО БЫ ВЫ НИ ДЕЛАЛИ И ПОЛУЧИТЕ ЭТУ ИНФОРМАЦИЮ И ДРУГИЕ ДАННЫЕ, ОТДАЙТЕ ТОМУ, КТО ЗНАЕТ, ЧТО ДЕЛАТЬ С НИМИ! ВОЗЬМИТЕ ВЫХОДНОЙ, НЕ ВКЛЮЧАЙТЕ ТЕЛЕВИЗОР НЕСКОЛЬКО ДНЕЙ!

РАСПРОСТРЯНЯЙТЕ ЭТО, ПЕЧАТАЙТЕ ЭТО И ПОСЫЛАЙТЕ НА СТАНЦИИ РАДИО,

ПЕРЕДАВАЙТЕ ПО ФАКСУ, ЗАГРУЖАЙТЕ ЭТО НА ВСЕ BBS, КОТОРЫЕ НАЙДЕТЕ!

Знайте, что НЕФТЯНЫЕ компании (жадные!) будут сражаться, как СОБАКИ, чтобы удержать нас от использования этой технологии! НЕ ПОЗВОЛЬТЕ ЭТОМУ СЛУЧИТЬСЯ! СДЕЛАЙТЕ ЭТО ДОСТОЯНИЕМ ГЛАСНОСТИ! НЕ ЖДИТЕ, ЧТО КТО-ТО СДЕЛАЕТ ЭТО ЗА ВАС!

Вы можете увидеть эту статью полностью и с цветной иллюстрацией устройсва, посетив вашу местную библиотеку и заказав журнал.

--------------------------------------------------------------------

Перепечатано с сокращениями из статьи в "МИР ЭЛЕКТРОНИКИ - БЕСПРОВОЛОЧНЫЙ МИР", январь 1991:

"Очевидно, что изобретатель из США Стэнли Мэйер разработал электрическую ячейку, которая позволяет разделять обыкновенную водопроводную воду на водород и кислород с гораздо меньшей затратой энергии, чем требуется при обычном электролизе".

Демонстрации проводились и прежде профессором Michael Laughton, Dean из Engineering при Колледже Королевы Mary, Лондон, Адмирал Сэр Anthony Griffin, бывший командующий британским Флотом, и Д-ром Keith Hindley, английским химиком-исследователем. Ячейка Мэйер, сделанная дома изобретателем в Grove City, Огайо, производила гораздо больше водородо-кислородной смеси, чем могло ожидаться при простом электролизе.

В то время как обычный элекролиз воды требует тока, измеряемого в амперах, ячейка Мэйер производит тот же эффект при милиамперах. Более того, обыкновенная водопроводная вода требует добавления электролита, например, серной кислоты, для увеличения проводимости; ячейка Мэйер действует при огромной производительности с чистой водой.

Согласно очевидцам, самым поразительным аспектом клетки Мэйер было то, что она оставалась холодной даже после часов производства газа.

Эксперименты Мэйер, которые он счел возможными представить к патентованию, заслужили серию патентов США, представленные под Секцией 101. Представление патента под этой секцией зависит от успешной демонстрации изобретения Патентному Рецензионному Комитету.

Клетка Мэйер'а имеет много общего с электролитической ячейкой, за исключением того, что она работает при высоком потенциале и низком токе лучше, чем другие методы. Конструкция проста. Электроды - отсылаем заинтересовавшихся к Мэйер'у - сделаны из параллельных пластин нержавеющей стали, образующие либо плоскую, либо концентрическую конструкцию. Выход газа зависит обратно пропорционально расстоянию между ними; предлагаемое патентом расстояние 1.5 мм дает хороший результат.

Значительные отличия заключаются в питании ячейки. Мэйер использует внешнюю индуктивность, которая образует колебательный контур с емкостью ячейки, - чистая вода, по-видимому, обладает диэлектрической проницаемостью около 5, - чтобы создать параллельную резонансную схему. Она возбуждается мощным импульсным генератором, который вместе с емкостью ячейки и выпрямительным диодом составляет схему накачки. Высокая частота импульсов производит ступенчато поднимающийся потенциал на электродах ячейки до тех пор, пока не достигаеся точка, где молекула воды распадается и возникает кратковременный импульс тока. Схема измерения тока питания выявляет этот скачок и запирает источник импульсов на несколько циклов, позволяя воде восстановиться.

Химик-исследователь Keith Hindley предлагает следующее описание демонстрации ячейки Мэйер'а: "После дня презентаций, Griffin комитет засвидетельствовал ряд важных свойств WFC (водяная топливная ячейка, как назвал ее изобретатель).

Группа очевидцев независимых научных наблюдателей Великобритании свидетельствовала что американский изобретатель, Стэнли Мэйер, успешно разлагает обыкновенную водопроводную воду на составляющие элементы посредством комбинации высоковольтных импульсов, при среднем потреблении тока, измеряемого всего лишь милиамперами. Зафиксированный выход газа был достаточным, чтобы показать водородно-кислородное пламя, которое мгновенно плавило сталь.

По сравнению с обычным сильноточным электролизом, очевидцы констатировали отсутствие какого-либо нагревания ячейки. Мэйер отказался прокомменировать подробности, которые бы позволили ученым воспроизвести и оценить его "водяную ячейку". Однако, он представил достаточно детальное описание американскому Патентному Бюро, чтобы убедить их, что он может обосновать его заявку на изобретение.

Одна демонстрационная ячейка была снабжена двумя параллельными электродами возбуждения. После наполнения водопроводной водой, электроды генерировали газ при очень низких уровнях тока - не больше, чем десятые доли ампера, и даже милиамперы, как заявляет Мэйер, - выход газа увеличивался, когда элекроды сдвигались более близко, и уменьшался, когда они отодвигались. Потенциал в импульсе достигал десятков тысяч вольт.

Вторая ячейка содержала 9 ячеек с двойными трубками из нержавеющей стали и производила намного больше газа. Была сделана серия фотографий, показывающая производство газа при милиамперном уровне. Когда напряжение было доведено до предельного, газ выходил в очень впечатляющем количестве.

"Мы обратили внимание, что вода вверху ячейки медленно стала окрашиваться от бледно-кремового до темно-коричневого цвета, мы почти уверены в влиянии хлора в сильно хлорированной водопроводной воде на трубки из нержавеющей стали, использованные для возбуждения".

Он продемонстрировал производство газа при уровнях милиампер и киловольт.

"Самое замечательное наблюдение - это то, что WFC и все его металлические трубки остались совершенно холодные на ощупь, даже после более чем 20 минут работы. "Раскалывающий молекулы" механизм развивает исключительно мало тепла по сравнению с элекролизом, где элекролит нагревается быстро."

Результат позволяет рассмотреть эффективное и управляемое производство газа, которое быстро возникает, и безопасно в функционировании. Мы ясно увидели, как увеличение и уменьшение потенциала используется, чтобы управлять производством газа. Мы увидели, как поток газа прекращался и начинался вновь, соответственно когда напряжение на входе было выключено и вновь включено."

"После часов обсуждения между собой, мы заключили, что Steve Мэйер явился, чтобы изобрести совершенно новый метод для разложения воды, которая обнаруживала некоторые черты классического элекролиза. Это подтверждается тем, что его устройства, реально работающие, взятые из его коллекции, удостоверены американскими патентами на разные части WFC системы. Так как они были представлены под Секцией 101 Патентным Бюро США, аппаратура, включенная в патентах, проверена экспериментально экспертами американского Патентного Бюро, их вторыми экспертами и все заявления были установлены."

"Основной WFC подвергался трехлетнему испытанию. Это подняло предоставленные патенты до уровня независимого, критического, научного и инжерерного подтверждения того, что устройства фактически работают, как описано."

Практическая демонстрация ячейки Мэйер'а является существенно более убедительной, чем псевдо-научный жаргон, который использован для объяснения. Изобретатель лично говорил об искажении и поляризации молекулы воды, приводящему к самостоятельному разрыву связи под действием градиента электрического поля, резонанса в пределах молекулы, который усиливает эффект.

Не считая обильного выделения кислорода и водорода и минимального нагревания ячейки, очевидцы также сообщают, что вода в внутри ячейки исчезает быстро, переходя в ее составные части в виде аэрозоли из огромного количества крошечных пузырей, покрывающих поверхность ячейки.

Мэйер заявил, что у него работает конвертер водородно-кислородной смеси в течение последних 4 лет, использующий цепочку из 6 цилиндрических ячеек. Он также заявил, что фотонное стимулирование пространства реактора светом лазера посредством оптоволокна увеличивает производство газа.

Изобретатель представляет интересы Института Передовой Энергетики.

--------------------------------------------------------------------

Мэйер, Патенты: (до сентября 1991 г.)

4936961 - Метод для производства топливного газа (прочите)

4826581 - Контролируемое.. производство тепловой энергии из газов

4798661 - Схема управления потенциалом газогенератора (прочтите)

4613304 - Электрический генератор водорода (прочтите)

Имеются и другие, которые обычно не прилагаются к его "генератору":

4613779 - Изолирующий блок питания

4465455 - Воспламенение и гашение водородной горелки

4421474 - Водородная горелка

4389981 - Водородная форсунка

4275950 - Световая линза

4265224 - Солнечная накопительная система

3970070 - Солнечная нагревательная система

Имеются несколько способов получить эти патенты, но наиболее легкий - попросить их выслать непосредственно в ваш адрес.

Патентное бюро пришлет вам каждый патент за $1.50 каждый наложенным платежом! Если вы закажете вышеупомянутые 4 патента, это составит 6 долларов США.

Это очень просто, вам нужно только послать вашу заявку в конверте, положить лист блокнота в нем с вашим именем и адресом и номерами желаемых патентов:

Commissioner of Patents & Trademarks

Washington DC 20231

На то есть причины! Вам действительно нужны все 4, потому что части и куски подробностей разбросаны по всем 4 патентам! Пожалуйста не дайте им умереть! РАСПРОСТРАНИТЕ ЭТУ ИНФОРМАЦИЮ!!!

Копии Патентов будут отсканированы и переведены в формат GIF, когда они будут доступны. Дополнительная информация поступает, может быть, она вам неинтересна, но передайте ее дальше! 

--------------------------------------------------------------------

Если у вас есть комментарии или другая информация, относящаяся к таким темам, как затронутая в статье, пожалуйста выгрузите ее на Keelynet или пошлите по адресам Vangard Sciences, коорые перечислены на первой странице. Спасибо за ваше внимание, интерес и поддержку.

Jerry W. Decker......... Ron Barker...........

Chuck Henderson Vangard Sciences/Keelynet

--------------------------------------------------------------------

Если мы можем быть полезны, вы можете

связаться с Jerry по (214) 324-8741 или Ron
по (214) 242-9346

--------------------------------------------------------------------

МЕТОД ПРОИЗВОДСТВА ТОПЛИВНОГО ГАЗА (США Пат # 4.936,961)

Касаемо заявления:

Это моя часть коллективной заявки, находящейся на рассмотрении Ser. N 081.859, зарегистрированный 8/5/87, в настоящее время патент США. N 4.826,581.

Тема изобретения:

Это изобретение относится к методу и аппарату для получения топливной газовой смеси водорода и кислорода из воды.

--------------------------------------------------------------------

ПРЕДЫДУЩИЕ ИЗОБРЕТЕНИЯ

Было предложено много процессов для разделения молекул воды на ее составляющие элементы - водород и кислород. Электролиз - один из них. Другие процессы описаны в патентах Соединенных Штатов как, например, 4.344, 831; 4.184, 931; 4.023, 545; 3.980, 053; И Patent Corporation Treaty заявление N PCT/US80/1362, опубликованное 30 апреля 1981 г.

--------------------------------------------------------------------

ТЕМА ИЗОБРЕТЕНИЯ

Это изобретение описывает топливную камеру и процесс, в котором молекулы воды разбиваются на водород и кислород, и другие, растворенные в воде газы. Здесь и далее используется термин "топливная ячейка", относящийся к данному изобретению, содержащему конденсаторную водяную камеру, которая, как будет объяснено далее, вырабатывает топливный газ в соответствии с описанным методом.

--------------------------------------------------------------------

Краткое описание рисунков

РИСУНОК 1 иллюстрирует схему, используемую в процессе.

РИСУНОК 2 показывает "водяной конденсатор" в перспективе.

РИСУНКИ с 3a по 3f иллюстрируют теоретические основы явлений, наблюдаемых во время функционирования изобретения.

Описание лучшей реализации:

Кратко, изобретение представляет собой метод получения смеси водорода и кислорода и других растворенных в воде газов.

Процесс заключается в следующем:

(A) конденсатор, в котором вода заключена в качестве диэлектрической жидкоcти между обкладками, включенный в последовательную резонансную схему с

дросселем;

(B) к конденсатору прикладывается пульсирующее однополярное напряжение, в котором полярность никак не связана с внешним заземлением, благодаря чему молекулы воды в конденсаторе подвержены заряду той же полярности и молекулы растягиваются под действием электрических полярных сил;

(C) подбирают частоту импульсов, поступающих на конденсатор, соответствующую собственной частоте резонанса молекулы;

(D) продолжительное действие импульсов в режиме резонанса приводит к тому, что уровень колебательной энергии молекул возрастает с каждым импульсом;

(E) комбинация пульсирующего и постоянного электрического поля приводит к тому, что в некоторый момент сила электрической связи в молекуле ослабляется

настолько, что сила внешнего электрического поля превосходит энергию связи, и атомы кислорода и водорода освобождаются как самостоятельные газы;

(F) сбор готовой к употреблению смеси кислорода, водорода и других растворенных в воде газов в качестве топлива.

Последовательность процессов показана в следующей Таблице 1, в которой толекулы воды подвергаются увеличению электрических сил. В обычном состоянии, наугад ориентированные молекулы воды выравниваются по отношению к внешнему полю.

Конструкционные параметры, основанные на знании теоретических принципов, позволяют рассчитать энергию постоянного и импульсного тока, необходимого для разложения воды.

ТАБЛИЦА 1

-------------------------------------------------------------------

Последовательность состояний молекулы воды

и/или водорода/кислорода/других атомов:

-------------------------------------------------------------------

A. случайное

B. ориентация молекул вдоль силовых линий поля

C. поляризация молекулы

D. удлиннение молекулы

E. разрыв ковалентной связи

F. освобождение газов

-------------------------------------------------------------------


Оптимальный выход газа достигается в резонансной схеме. Частота подбирается равной резонансной частоте молекул.

Для изготовления пластин конденсатора отдается предпочтение нержавеющей стали марки T-304, которая не взаимодействует с водой, кислородом и водородом.

Начавшийся выход газа управляется уменьшением эксплуатационных параметров. Поскольку резонансная частота фиксирована, производительностью можно управлять с помощью изменения импульсного напряжения, формы или количества импульсов.
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Повышающая катушка намотана на обычном тороидальном ферритовом сердечнике 1.50 дюйма в диаметре и 0.25 дюйма толщиной. Первичная катушка содержит 200 витков 24 калибра, вторичная 600 витков 36 калибра.

Диод типа 1N1198 служит для выпрямления переменного напряжения. На первичную обмотку подаются импульсы скважности 2. Трансформатор обеспечивает повышение напряжения в 5 раз, хотя оптимальный коэффициент подбирается практическим путем. Дроссель содержит 100 витков калибра 24, в диаметре 1 дюйм. В последовательности импульсов должен быть короткий перерыв.

Через идеальный конденсатор ток не течет. Рассматривая воду как идеальный конденсатор, убеждаемся, что энергия не будет расходоваться на нагрев воды.

Реальная вода обладает некоторой остаточной проводимостью, обусловленной наличием примесей. Лучше, если вода в ячейке будет химически чистой. Электролит к воде не добавляется.

В процессе электрического резонанса может быть достигнут любой уровень потенциала.

Как отмечалось выше, емкость зависит от диэлектрической проницаемости воды и размеров конденсатора.

В примере схемы РИСУН. 1 два концентрических цилиндра 4 дюймов длиной составляют конденсатор. Расстояние между поверхностями цилиндров 0.0625 дюйма. Резонанс в схеме был достигнут при импульсе 26 вольт, приложенном к первичной обмотке.
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В любой резонансной схеме при достижении резонанса ток минимален, а выходное напряжение максимально. Расчет резонансной частоты традиционный. Вторую индуктивность подстраивают в зависимости от чистоты воды так, чтобы потенциал, приложенный к воде, был постоянен. Расход воды контролируется любым подходящим способом.

Настройка аппарата несложна для квалифицированного специалиста.

*** КОНЕЦ ТЕКСТА ПАТЕНТА ***

--------------------------------------------------------------------

Примечание: 

Диод 1N1198 можно заменить на NTE5995 или ECG5994. Это импульсные диоды на 40 ампер 600 вольт (40 А - куда столько?!).

Нержавеющая сталь T304 великолепна, но но другие типы должны работать так же. T304 просто более доступна.

Внешняя трубка подгоняется под размер 3/4 дюйма 16 калибра (толщина стенки 0.06 дюйма), длиной 4 дюйма. Внутренняя трубка диаметром 1/2 дюйма 18 калибра (стенка 0.049 дюйма, это приблизительный размер для этой трубки, фактический калибр не может быть вычислен из патентной документации, но этот размер должен работать), 4 дюйма длиной.

Вам потребуется присоединить два проводника к трубкам. Используйте для этого нержавеющие стержни и БЕСКИСЛОТНЫЙ ПРИПОЙ! (когда-нибудь эта вода все равно вернется в ваш водопроводный кран).

Вы должны также предусмотреть, чтобы трубки были разделены. Это можно сделать с помощью небольшого куска пластика. Он не должен препятствовать свободному прохождению воды.

Не указано, должна ли быть вода внутри трубки. Думается, что она там есть, но это совершенно не влияет на работу прибора.

Патент не говорит, но я бы думал, что некоторая изоляция проводов не повредила бы (и, видимо, не должна быть опасной).

Частота не была напечатана, исходя из размера катушек и трансформатора, частота не превышает 50 Mhz. Не упирайтесь в этот факт, это всего лишь моя догадка.

Генератор не показан, только черный ящик. Так что осциллоскоп в зубы - и вперед!

Не забудьте поделиться вашими результатами с другими! Жадность - вот что мешает таким вещам увидеть свет и сделать мир немного лучше.

Если вы хотите сделать некоторые деньги, делайте что-то ПРАКТИЧЕСКОЕ, что РАБОТАЕТ и что ЛЮДИ могут использовать в их повседневной жизни, потом продавайте!

Задерживающий эту информацию только мешает ВСЕМ НАМ!

--------------------------------------------------------------------

Наилучшие пожелания, Stefan Hartmann, c/o Workshop for

Decentral Energy Research

email to: leo@zelator.in-berlin.de



Примечание Э.Иванова, (Проект"Новая физика").

Насколько я понял, предлагается провести электролиз воды и использовать

энергию от сжигания полученной смеси. Для расщепления молекулы воды

предлагается сначала раскачать ее на частоте резонанса колебательного

контура (не молекулы). Поразмышляем.

Автор говорит, что на резонансной частоте ток потребления очень мал,

в то время как переменное напряжение может быть значительным. Согласен.

Но будем честны. Перед тем, как ток в колебательном контуре станет малым,

он некоторое время остается большим. Это похоже на маховик - чтобы

раскрутить его до большой скорости, нужно сначала усиленно поработать.

Далее. Конденсатором является вода. Действительно, чистая вода - хороший

изолятор, а не очень чистая - изолятор на высоких частотах. Но! Есть такое

понятие - тангенс угла потерь. Угол этот равен разнице между реальной фазой

переменного тока в конденсаторе и 90 градусами. Чем меньше угол, тем меньше

потери. Тангенс вводится просто для того, чтобы вычислить потери

непосредственным умножением. Ну так вот, стоит только одной молекуле начать

потреблять энергию внешних электрических колебаний, вместо того, чтобы

возвращать ее обратно индуктивности, как в цепи появится фазовый сдвиг,

тем больший, чем больше молекула будет расходовать энергии куда-то

на сторону. Другими словами, как только молекулы воды начнут расщепляться,

они уже не смогут возвращать энергию, накопленную в виде электрического

поля, обратно во внешнюю цепь. Пока молекула целая, она запасает энергию

в виде ориентации во внешнем поле, вопреки водородным связям с другими

молекулами. Как только она разделится на атомы, она уже не сможет

повернуться в начальное положение.

Внешне это будет выглядеть как резкое ухудшение добротности водяного

конденсатора и, как следствие, возрастание потребляемого тока резонансной

схемой. Выходит, что энергия будет все-таки расходоваться на расщепление.

Пусть даже очень эффективно, но ведь не выше 100%. Конкретных цифр ведь

не приводится, только восторги.

Впрочем, это взгляд с точки зрения классической физики.

Смущает также присутствие диода в цепи последовательного колебательного

контура и включение первичной обмотки трансформатора после выпрямительного

моста. Ну, я уже начинаю привыкать к таким вещам.

[image: image4.png]FIG.1I P

_— N 1





[image: image5.png]iae
. vouTAgE Zves





Stanley Meyer Water Fuel Cell. 
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. 

Everyone knows that hydrogen and oxygen can be split from water by the application of electricity across plates submerged in a container of water. This is called hydrolysis and it requires a lot of electrical energy to produce worthwhile volumes of gases. Not only is this process energy hungry but the gases produced are also very dangerous to store and they burn too rapidly to be of effective use as fuels. 

Stanley Meyer has worked with these problems (1970's to 1991) and has invented devices that solve beyond expectation all of the related difficulties in harnessing water as a fuel. The knowledge developed by him is relatively easy to grasp and can be applied by anyone with electrical, handyman skills and a decently good home workshop. 

In a nutshell,..... water will break into it's elemental parts when exposed to a specific electrical polarity and condition. The first trick is to modify the electrical input so that it resonates in synchronization with the water and it's cell. When the pulse train is at resonance and voltage high, a correctly set up cell consumes mear milli amps of power yet, water is rapidly converted to it elemental gases. When this gas mixture is mixed with air and noncombustible gases (exhaust gas) it will burn with a slow enough combustion rate to use as petrol substitution. Storage of the fuel gas is not required as the fuel is produced instantly on demand. 

If these elemental gases are further exposed to excitement by the resonating stimulus of electrical fields and laser energy, intense thermal explosive energies will be released which are the result of entire molecular disintegration!! See drawing at the top of this page. 

A new form of nuclear energy? 

I've also been fortunate to learn as what has been described as "Cold Electricity" This form of electricity was first described and utilized by N Tesla with his wireless transmission of power. The device uses high voltage DC pulsed through a spark gap. Electrostatic fields are gathered. This process effectively splits the magnetic component from the electric. Liberated from the bonds of magnetism, the electric field is an entirely different and highly dynamic animal!! Note that Stan's device also has a high DC voltage pulsed and a spark gap....... 


	Below you'll find material from 7 US patients lodged by Stan in 1991 



The zip files contain an html doc. of the patient and it's associated drawings.

	Production of a fuel gases
	zip

	Gases generator. Voltage control circuit
	zip

	Gases injector system
	zip

	Electrical generator
	zip

	Gases burner
	zip

	Start-up shut-down for gases burner
	zip

	Thermal energy from gases
	zip




The above patients will keep anyone busy for quite some time. I know I have, and all I've learnt from them appears both plausible and most exciting stuff. I've not done much in the way of building circuits as electronics are not my thing, mind you, if any of you out there are working towards functioning devices or have got workable results, I'd love to know how things are going... 

An asc article about Stanley Meyer 

From: behse@mikro.ee.tu-berlin.de (Juergen Behse)

Newsgroups: sci.energy,sci.physics,sci.environment,alt.sci.physics.new-theories

Subject: Production of Hydrogen with little energy!

Summary: free energy from watercel

Keywords: free energy

Date: 13 Feb 1992 03:00:47 GMT

Organization: ZRZ/TU-Berlin

Nntp-Posting-Host: mikro.ee.tu-berlin.de

Hi, I just got this file from Keelynet and had myself red a lot of the

Stanley Meyer Water-fuel-cell.

Here comes an indeep review of the technology. If anybody knows more, please

let me know.

(word processor parameters LM=8, RM=75, TM=2, BM=2)

Taken from KeelyNet BBS (214) 324-3501

Sponsored by Vangard Sciences

PO BOX 1031

Mesquite, TX 75150

There are ABSOLUTELY NO RESTRICTIONS

on duplicating, publishing or distributing the

files on KeelyNet except where noted!

January 2, 1991

MEYER1.ASC

--------------------------------------------------------------------

This file courteously shared with Keelynet by Jim Shaffer.

--------------------------------------------------------------------

PLEASE PASS THIS AROUND TO EVERYONE WHO WOULD HAVE EVEN TH SLIGHTEST INTEREST IN THIS SUBJECT. ANYONE WHO DOES AUTO REPAIR AUTO UPGRADES, ENGINEERING, GARAGE TINKERING WILL FIND THIS AN OTHER INFO TO COME VERY INTERESTING !

"Eye-witness accounts suggest that US inventor Stanley Meyer ha developed an electric cell which will split ordinary tap water int hydrogen and oxygen with far less energy than that required by normal electrolytic cell."

What does this mean to you ??? How will it affect YOUR life ???

Let me tell you why this is EXTREMELY IMPORTANT TO YOU !

This is just about the MOST IMPORTANT THING YOU HAVE EVER READ !

Think of the BILLIONS of U.S. dollars being spent on "stuff" that i pumped out of the ground. We send that money to ANOTHER COUNTRY (and they fight and kill each other and want more).

If this invention can be installed in YOUR EXISTING CAR you woul not have to spend another DIME on GAS !

This would mean that those BILLIONS of dollars would stay here i the good old USA and be used for medical research, new technologies space exploration and lots of other things.

IT WOULD MAKE YOUR LIFE SO MUCH BETTER !

Besides getting rid of lots of pollution. You could run the two mos power hungry devices in your house (your Air Conditioner an Refrigerator) on a system using this device... The applications ar endless !!!!

THIS IS SO IMPORTANT ! I CAN'T SAY THIS ENOUGH !

STOP WHATEVER YOU ARE DOING AND GET THIS INFORMATION AND OTHER DAT THAT IS TO COME TO SOMEONE WHO KNOWS WHAT TO DO WITH IT ! TAKE A DA OFF WORK, TURN OFF THE TV FOR A FEW DAYS !
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PASS IT OUT, PRINT IT OUT AND SEND IT TO RADIO STATIONS, FAX IT,

UPLOAD IT TO EVERY BBS YOU CAN THINK OF !

You know the OIL companies (greedy !) will fight like DOGS to kee us from using this technology ! DON'T LET THIS HAPPEN ! MAKE THI INFORMATION PUBLIC KNOWLEDGE !!! GET IT OUT THERE ! DON'T EXPEC SOMEONE ELSE TO DO IT FOR YOU !

You can see the following article in full and a color picture of th device by visiting your local library and picking up this magazine.

--------------------------------------------------------------------

Reprinted in part from an article in "ELECTRONICS WORLD + WIRELESS

WORLD" January 1991:

Eye-witness accounts suggest that US inventor Stanley Meyer ha developed an electric cell which will split ordinary tap water int hydrogen and oxygen with far less energy than that required by normal electrolytic cell.

In a demonstration made before Professor Michael Laughton, Dean o Engineering at Queen Mary College, London, Admiral Sir Anthon Griffin, a former controller of the British Navy, and Dr Keit Hindley, a UK research chemist. Meyer's cell, developed at th inventor's home in Grove City, Ohio, produced far mor hydrogen/oxygen mixture than could have been expected by simpl electrolysis.

Where normal water electrolysis requires the passage of curren measured in amps, Meyer's cell achieves the same effect i milliamps. Furthermore ordinary tap water requires the addition o an electrolyte such as sulphuric acid to aid current conduction Meyer's cell functions at greatest efficiency with pure water.

According to the witnesses, the most startling aspect of the Meye cell was that it remained cold, even after hours of gas production.

Meyer's experiments, which he seems to be able to perform to order have earned him a series of US patents granted under Section 101 The granting of a patent under this section is dependent on successful demonstration of the invention to a Patent Review Board.

Meyer's cell seems to have many of the attributes of an electrolyti cell except that it functions at high voltage, low current rathe than the other way around. Construction is unremarkable. Th electrodes - referred to as "excitors" by Meyer- are made fro parallel plates of stainless steel formed in either flat o concentric topography. Gas production seems to vary as the invers of the distance between them; the patents suggest a spacing of 1.5m produces satisfactory results.

The real differences occur in the power supply to the cell. Meye uses an external inductance which appears to resonate with th capacitance of the cell - pure water apparently possesses dielectric constant of about 5 - to produce a parallel resonan circuit. This is excited by a high power pulse generator which together with the cell capacitance and a rectifier diode, forms charge pump circuit. High frequency pulses build a rising staircase

Page 2

DC potential across the electrodes of the cell until a point i reached where the water breaks down and a momentary high curren flows. A current measuring circuit in the supply detects thi breakdown and removes the pulse drive for a few cycles allowing th water to "recover '.

Research chemist Keith Hindley offers this description of a Meye cell demonstration: "After a day of presentations, the Griffi committee witnessed a number of important demonstration of the WF (water fuel cell as named by the inventor).

A witness team of independent UK scientifc observers testified tha US inventor, Stanley Meyer, successfully decomposed ordinary ta water into constituent elements through a combination of high pulsed voltage using an average current measured only in miliamps Reported gas evolution was enough to sustain a hydrogen / oxyge flame which instantly melted steel.

In contrast with normal high current electrolysis, the witnesse report the lack of any heating within the cell. Meyer declines t release details which would allow scientists to duplicate an evaluate his "waterfuel cell". However, he has supplied enoug detail to the US Patents Office to persuade them that he ca substantiate his 'power-from-water' claims.

One demonstration cell was fitted with two parallel plat "excitors". Using tap water to fill the cell, the plates generate gas at very low current levels- no greater than a tenth of an amp o the ammeter, and claimed to be milliamps by Meyer - and this ga production increased steadily as the plates were moved close together and decreased as they were separated. The DC voltag appeared to be pulsed at tens of thousands of volts.

A second cell carried nine stainless steel double tube cell unit and generated much more gas. A sequence of photographs was take showing gas production at milliamp levels. When the voltage wa turned up to its peak value, the gas then poured off at a ver impressive level.

"We did notice that the water at the top of the cell slowly becam discolored with a pale cream and dark brown precipitate, almos certainly the effects of the chlorine in the heavily chlorinated ta water on the stainless steel tubes used as "excitors".

He was demonstrating hydrogen gas production at milliamp an kilovolt levels.

"The most remarkable observation is that the WFC and all its meta pipework remained quite cold to the touch, even after more tha twenty minutes of operation. The splitting mechanism clearly evolve little heat in sharp contrast to electrolysis where the electrolyt warms up quickly."

"The results appear to suggest efficient and controllable ga production that responds rapidly to demand and yet is safe i operation. We clearly saw how increasing and decreasing the voltag is used to control gas production. We saw how gas generation cease and then began again instantly as the voltage driving circuit wa switched off and then on again."
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"After hours of discussion between ourselves, we concluded tha Steve Meyer did appear to have discovered an entirely new method fo splitting water which showed few of the characteristics of classica electrolysis. Confirmation that his devices actually do work com from his collection of granted US patents on various parts of th WFC system. Since they were granted under Section 101 by the U Patent Office, the hardware involved in the patents has bee examined experimentally by US Patent Office experts and thei seconded experts and all the claims have been established."

"The basic WFC was subjected to three years of testing. This raise the granted patents to the level of independent, critical scientific and engineering confirmation that the devices actuall perform as claimed."

The practical demonstration of the Meyer cell appears substantiall more convincing than the para-scientific jargon which has been use to explain it. The inventor himself talks about a distortion an polarization of the water molecule resulting in the H:OH bondin tearing itself apart under the electrostatic potential gradient, o a resonance within the molecule which amplifies the effect.

Apart from the copious hydrogen/oxygen gas evolution and the minima temperature rise within the cell, witnesses also report that wate within the cell disappears rapidly, presumably into its componen parts and as an aerosol from the myriad of tiny bubbles breaking th surface of the cell.

Meyer claims to have run a converted VW on hydrogen/oxygen mixtur for the last four years using a chain of six cylindrical cells. H also claims that photon stimulation of the reactor space by optica fibre piped laser light increases gas production.

The inventor is a protegee' of the Advanced Energy Institute.

--------------------------------------------------------------------

Meyer Patents: (up to Sep, 1991)

4936961 - Method for the production of a fuel gas (get this)

4826581 - Controlled.. production of thermal energy from gases

4798661 - Gas generator voltage control circuit (get this)

4613304 - Gas electrical hydrogen generator (get this)

There are others of his, which do not typically apply to his

"generator":

4613779 - Power isolation device

4465455 - Startup and shutdown for a hydrogen burner

4421474 - Hydrogen gas burner

4389981 - Hydrogen gas injector

4275950 - Light Lens

4265224 - Solar storage system

3970070 - Solar heating system

There are several ways to obtain these patents, but the easiest one

gets them sent directly to your door.
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The Patent office will send you each patent for $1.50 each, pos paid! If you get the above 4 patents, thats $6!

It's very simple, you just put your check in an envelope, put piece of notebook paper in it with your name and address and th numbers of the patents you want to:

Commissioner of Patents & Trademarks

Washington DC 20231

That's all there is to it! You really need all four because bit and peices of details are spread over all four patents! Pleas don't let this get buried ! PASS THIS INFO OUT !!!

Copies of the Patents will be scanned and made into GIF files whe they are available. Further information is comming so keep your eye peeled but don't let that stop you from passing out this info !!!

--------------------------------------------------------------------

If you have comments or other information relating to such topic as this paper covers, please upload to KeelyNet or send to th Vangard Sciences address as listed on the first page Thank you for your consideration, interest and support.

Jerry W. Decker.........Ron Barker...........Chuck Henderson

Vangard Sciences/KeelyNet

--------------------------------------------------------------------

If we can be of service, you may contact

Jerry at (214) 324-8741 or Ron at (214) 242-9346

--------------------------------------------------------------------
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Taken from KeelyNet BBS (214) 324-3501

Sponsored by Vangard Sciences

PO BOX 1031

Mesquite, TX 75150

There are ABSOLUTELY NO RESTRICTIONS

on duplicating, publishing or distributing the

files on KeelyNet except where noted!
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--------------------------------------------------------------------

This file courteously shared with Keelynet by Jim Shaffer.

--------------------------------------------------------------------

METHOD FOR THE PRODUCTION OF A FUEL GAS (US Pat # 4,936,961)

Related Application:

This is a continuation-in -part of my co-pending application

Ser. No. 081,859, filed 8/5/87, now U.S. Pat. No. 4,826, 581.

Field of Invention:

This invention relates to a method of and apparatus for obtainin the release of a fuel gas mixture including hydrogen and oxygen from

water.

--------------------------------------------------------------------

BACKGROUND OF THE PRIOR ART

Numerous processes have been proposed for separating a wate molecule into its elemental hydrogen and oxygen components Electrolysis is one such process. Other processes are described i the United States patents such as 4,344,831; 4,184,931; 4,023,545 3,980, 053; and Patent Corporation Treaty application No PCT/US80/1362, Published 30 April, 1981.

--------------------------------------------------------------------

OBJECTS OF THE INVENTION

It is an object of the invention to provide a fuel cell and  process in which molecules of water are broken down into hydroge and oxygen gases, and other formerly dissolved within the water i produced. As used herein the term "fuel cell" refers to a singl unit of the invention comprising a water capacitor cell, a hereinafter explained, that produces the fuel gas in accordance wit the method of the invention.

--------------------------------------------------------------------

Brief Description of the Drawings

FIG. 1 illustrates a circuit useful in the process.

FIG. 2 shows a perspective of a "water capacitor" element used

in the fuel cell circuit.

FIGS. 3A through 3F are illustrations depicting the theoretical

bases for the phenomena encountered during operation of

the invention herein.
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Description of the Preferred Embodiment:

In brief, the invention is a method of obtaining the release of  gas mixture including hydrogen on oxygen and other dissolved gase formerly entrapped in water, from water consisting of:

(A) providing a capacitor, in which the water is included as  dielectric liquid between capacitor plates, in a resonat charging choke circuit that includes an inductance in serie with the capacitor;

(B) subjecting the capacitor to a pulsating, unipolar electri voltage field in which the polarity does no pass beyond a arbitrary ground, whereby the water molecules within th capacitor are subjected to a charge of the same polarity an the water molecules are distended by their subjection t electrical polar forces;

(C) Further subjecting in said capacitor to said pulsatin electric field to achieve a pulse frequency such that th Pulsating electric field induces a resonance within th water molecule;

(D) continuing the application of the pulsating frequency to th capacitor cell after resonance occurs so that the energ level within the molecule is increased in cascadin incremental steps in proportion to the number of pulses;

(E) maintaining the charge of said capacitor during th application of the pulsing field, whereby the co-valen electrical bonding of the hydrogen and oxygen atoms withi said molecules is destabilized such that the force of th electrical field applied, as the force is effective withi the molecule, exceeds the bonding force of the molecule, an hydrogen and oxygen atoms are liberated from the molecule a elemental gases; and

(F) collecting said hydrogen and oxygen gases, and any othe gases that were formerly dissolved within the water, an discharging the collected gases as a fuel gas mixture.

The process follows the sequence of steps shown in the followin Table 1 in which water molecules are subjected to increasin electrical forces. In an ambient state, randomly oriented wate molecules are aligned with respect to a molecule polar orientation.

They are next, themselves polarized and "elongated" by th application of an electrical potential to the extent that covalen bonding of the water molecule is so weakened that the atom dissociate and the molecule breaks down into hydrogen and oxyge elemental components.

Engineering design parameters based on known theoretical principle of electrical circuits determine the incremental levels o electrical and wave energy input required to produce resonance i the system whereby the fuel gas comprised of a mixture of hydrogen oxygen, and other gases such as air test were formerly dissolve within the water, is produced.

Page 2

TABLE 1

-------------------------------------------------------------------

Process Steps:

The sequence of the relative state of the water molecul and/or hydrogen/oxygen/other atoms:

-------------------------------------------------------------------

A. (ambient state) random

B. Alignment of polar fields

C. Polarization of molecule

D. Molecular elongation

E. Atom liberation by breakdown of covalent bond

F. Release of gases

-------------------------------------------------------------------

In the process, the point of optimum gas release is reached at  circuit resonance. Water in the fuel cell is subjected to  pulsating, polar electric field produced by the electrical circui whereby the water molecules are distended by reason of thei subjection to electrical polar forces of the capacitor plates.

The polar pulsating frequency applied is such that the pulsatin electric field induces a resonance in the molecule. A cascade effec occurs and the overall energy level of specific water molecules i increased in cascading, incremental steps.

The hydrogen and oxygen atomic gases, and other gas component formerly entrapped as dissolved gases in water, are released whe the resonant energy exceeds the co-valent bonding force of the wate molecule. A preferred construction material for the capacitor plate is stainless steel T-304 which is non-chemical reactive with water hydrogen, or oxygen.

An electrically conductive material which is inert in the flui environment is a desirable material of construction for th electrical field plates of the "water capacitor" employed in th circuit.

Once triggered, the gas output is controllable by the attenuation o operational parameters. Thus, once the frequency of resonance i identified, by varying the applied pulse voltage to the water fue cell assembly, gas output is varied.

By varying the pulse shape and/or amplitude or pulse train sequenc of the initial pulsing wave source, final gas output is varied Attenuation of the voltage field frequency in the form of OFF and O pulses likewise affects output.

The overall apparatus thus includes an electrical circuit in which  water capacitor having a known dielectric property is an element The fuel gases are obtained from the water by the disassociation o the water molecule. The water molecules are split into componen atomic elements (hydrogen and oxygen gases) by a voltage stimulatio process called the electrical polarization process which als releases dissolved gases entrapped in the water.

From the outline of physical phenomena associated with the proces described in Table 1, the theoretical basis of the invention

Page 3

considers the respective states of molecules and gases and ion derived from liquid water. Before voltage stimulation, wate molecules are randomly dispersed throughout water in a container.

When a unipolar voltage pulse train such as shown in FIGS. 3 through 3F is applied to positive and negative capacitor plates, a increasing voltage potential is induced in the molecules in  linear, step like charging effect.

The electrical field of the particles within a volume of wate including the electrical field plates increases from a low energ state to a high energy state successively is a step manner followin each pulse-train as illustrated figuratively in the depictions o FIG. 3A through 3F.

The increasing voltage potential is always positive in direc relationship to negative ground potential during each pulse. Th voltage polarity on the plates which create the voltage field remains constant although the voltage charge increases. Positive an negative voltage "zones" are thus formed simultaneously in th electrical field of the capacitor plates.

In the first stage of the process described in Table 1, because th water molecule naturally exhibits opposite electrical fields in  relatively polar configuration (the two hydrogen atoms ar positively electrically charged relative to the negativ electrically charged oxygen atom), the voltage pulse cause initially randomly oriented water molecules in the liquid state t spin and orient themselves with reference to positive and negativ poles of the voltage fields applied.

The positive electrically charged hydrogen atoms of said wate molecule are attracted to a negative voltage field; while, at th same time, the negative electrically charged oxygen atoms of th same water molecule are attracted to a positive voltage field.

Even a slight potential difference applied to inert, conductiv plates of a containment chamber which forms a capacitor wil initiate polar atomic orientation within the water molecule based o polarity differences.

When the potential difference applied causes the orientated wate molecules to align themselves between the conductive plates, pulsin causes the voltage field intensity to be increased in accordanc with FIG. 3B. As further molecule alignment occurs, molecula movement is hindered.

Because the positively charged hydrogen atoms of said aligne molecules are attracted in a direction opposite to the negativel charged oxygen atoms, a polar charge alignment or distributio occurs within the molecules between said voltage zones, as shown i FIG. 3B. And as the energy level of the atoms subjected to resonan pulsing increases, the stationary water molecules become elongate as shown in FIGS. 3C and 3D. Electrically charged nuclei an electrons are attracted toward opposite electrically charge equilibrium of the water molecule.

As the water molecule is further exposed to an increasing potentia difference resulting from the step charging of the capacitor, the
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electrical force of attraction of the atoms within the molecule t the capacitor plates of the chamber also increase in strength. As  result, the co-valent bonding between which form the molecule i weakened - and ultimately terminated. The negatively charge electron is attracted toward the positively charged hydrogen atoms while at the same time, the negatively charged oxygen atoms repe electrons.

In a more specific explanation of the "sub-atomic" action the occur in the water fuel cell, it is known that natural water is a liqui which has a dielectric constant of 78.54 at 20 degrees C. and 1 at pressure. [Handbook of Chemistry and Physics, 68th ed., CR Press(Boca Raton, Florida (1987-88)), Section E-50. H20(water)].

When a volume of water is isolated and electrically conductiv plates, that are chemically inert in water and are separated by  distance, are immersed in water, a capacitor is formed, having  capacitance determined by the surface area of the plates, th distance of their separation and the dielectric constant of water.

When water molecules are exposed to voltage at a restricted current water takes on an electrical charge. By the laws of electrica attraction, molecules align according to positive and negativ polarity fields of the molecule and the alignment field . The plate of the capacitor constitute such as alignment field when a voltag is applied.

When a charge is applied to a capacitor, the electrical charge o the capacitor equals the applied voltage charge; in a wate capacitor, the dielectric property of water resists the flow of amp in the circuit, and the water molecule itself, because it ha polarity fields formed by the relationship of hydrogen and oxygen i the co-valent bond, and intrinsic dielectric property, becomes par of the electrical circuit, analogues to a "mircocapacitor" withi the capacitor defined by the plates.

In the Example of a fuel cell circuit of FIG. 1, a water capacito is included. The step-up coil is formed on a conventional torroida core formed of a compressed ferromagnetic powered material that wil not itself become permanently magnetized, such as the trademarke "Ferramic 06# "Permag" powder as described in Siemens Ferrite Catalog, CG-2000-002-121, (Cleveland, Ohio) No. F626-1205". Th core is 1.50 inch in diameter and 0.25 inch in thickness. A primar coil of 200 turns of 24 gauge coppe r wire is provided and coil o 600 turns of 36 gauge wire comprises the secondary winding.

In the circuit of FIG 1, the diode is a 1N1198 diode which acts as  blocking diode and an electric switch that allows voltage flow i one direction only. Thus, the capacitor is never subjected to  pulse of reverse polarity.

The primary coil of the torroid is subject to a 50% duty cycl pulse. The torroidal pulsing coil provides a voltage step-up fro the pulse generator in excess of five times, although the relativ amount of step-up is determined by pre-selected criteria for  particular application. As the stepped-up pulse enters firs inductor (formed from 100 turns of 24 gauge wire 1 inch i diameter), an electromagnetic field is formed around the inductor voltage is switched off when the pulse ends, and the field collapses
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and produces another pulse of the same polarity; i.e., anothe positive pulse is formed where the 50% duty cycle was terminated Thus, a double pulse frequency is produced; however, in pulse trai of unipolar pulses, there is a brief time when pulses are no present.

By being so subjected to electrical pulses in the circuit of FIG. 1 water confined in the volume that includes the capacitor plate takes on an electrical charge that is increased by a step chargin phenomenon occurring in the water capacitor. Voltage continuall increases (to about 1000 volts and more) and the water molecule starts to elongate.

The pulse train is then switched off; the voltage across the wate capacitor drops to the amount of the charge that the water molecule have taken on i.e. voltage is maintained across the charge capacitor. The pulse train is the reapplied.

Because a voltage potential applied to a capacitor can perform work the higher the voltage the higher the voltage potential, the mor work us performed by a given capacitor. In an optimum capacitor tha is wholly non-conductive, zero (0) current flow will occur acros the capacitor.

Thus, in view of an idealized capacitor circuit, the object of th water capacitor circuit is to prevent electron flow through th circuit, i.e. such as occurs by electron flow or leakage through  resistive element that produces heat.

Electrical leakage in the water will occur, however, because of som residual conductivity and impurities or ions that may be otherwis present in the water. Thus, the water capacitor is preferabl chemically inert. An electrolyte is not added to the water.

In the isolated water bath, the water molecule takes on charge, an the charge increases. The object of the process is to switch off th co-valent bonding of the water molecule and interrupt the sub-atomi force, i.e. the electrical force or electromagnetic force, tha binds the hydrogen and oxygen atoms to form a molecule so that th hydrogen and oxygen separate.

Because an electron will only occupy a certain electron shel (shells are well known) the voltage applied to the capacitor affect the electrical forces inherent in the co-valent bond. As a result o the charge applied by the plates, the applied force becomes greate than the force of the co-valent bonds between the atom of the wate molecule; and the water molecule becomes elongated. When thi happens, the time share ratio of the electron shells is modified.

In the process, electrons are extracted from the water bath electrons are not consumed nor are electrons introduced into th water bath by the circuit as electrons are conventionally introduce in as electrolysis process. There may nevertheless occur a leakag current through the water.

Those hydrogen atoms missing electrons become neutralized; atoms ar liberated from the water. The charged atoms and electrons ar attracted to the opposite polarity voltage zones created between th capacitor plates. The electrons formerly shared by atoms in the
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water co-valent bond are reallocated such that neutral elementa gases are liberated.

In the process, the electrical resonance may be reached at al levels of voltage potential. The overall circuit is characterized a a "resonant charging choke" circuit which is an inductor in serie with a capacitor that produces a resonant circuit. [SAMS Moder Dictionary of Electronics, Rudolf Garff, copy right 1984, Howard W Sams & Co. (Indianapolis, Ind.), page 859.]

Such a resonant charging choke is on each side of the capacitor. I the circuit, the diode acts as a switch that allows the magneti field produced in the inductor to collapse, thereby doubling th pulse frequency and preventing the capacitor from discharging. I this manner a continuous voltage is produced across the capacito plates in the water bath; and the capacitor does not discharge. Th water molecules are thus subjected to a continuously charged fiel until the breakdown of the co-valent bond occurs.

As noted initially, the capacitance depends on the dielectri properties of the water and the size and separation of th conductive elements forming the water capacitor.

--------------------------------------------------------------------

EXAMPLE 1

In an example of the circuit of FIG. 1 (in which other circui element specifications are provided above), two concentric cylinder 4 inches long formed the water capacitor of the fuel cell in th volume of water. The outside cylinder was .75 inch in outsid diameter; the inner cylinder was 0.5 inch in outside diameter.

Spacing from the outside of the inner cylinder to the inner surfac of the outside cylinder was 0.0625 inch. Resonance in the circui was achieved at a 26 volt applied pulse to the primary coil of th torroid at 0KHz, and the water molecules disassociated int elemental hydrogen and oxygen and the gas released from the fue cell comprised a mixture of hydrogen, oxygen from the wate molecule, and gases formerly dissolved in the water such as th atmospheric gases or oxygen, nitrogen, and argon.

In achieving resonance in any circuit, as the pulse frequency i adjusted, the flow of amps is minimized and the voltage is maximize to a peak. Calculation of the resonance frequency of an overal circuit is determined by known means; different cavities have  different frequency of resonance dependant on parameters of th water dielectric, plate size, configuration and distance, circui inductors, and the like. Control of the production of fuel gas i determined by variation of the period of time between a train o pulses, pulse amplitude and capacitor plate size and configuration with corresponding value adjustments to other circuit components.

The wiper arm on the second conductor tunes the circuit an accommodates to contaminants in water so that the charge is alway applied to the capacitor. The voltage applied determines the rate o breakdown of the molecule into its atomic components. As water i the cell is consumed, it is replaced by any appropriate means o control system.
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Variations of the process and apparatus may be evident to thos skilled in the art.

--------------------------------------------------------------------

What is claimed is:

1. A method of obtaining the release of a gas mixture includin hydrogen and oxygen and other dissolved gases formerl entrapped in water, from water, consisting of:

(A) providing a capacitor in which water is included as  dielectric between capacitor plates, in a resonan charging choke circuit that includes an inductance i series with the capacitor;

(B) subjecting the capacitor to a pulsating, uinpolar electri charging voltage in which the polarity does not pas beyond an arbitrary ground, whereby the water molecule within the capacitor plates;

(C) further subjecting the water in said capacitor to  pulsating electric field resulting from the subjection o the capacitor to the charging voltage such that th pulsating electric field induces a resonance within th water molecules;

(D) continuing the application of the pulsating chargin voltage to the capacitor after the resonance occurs s that the energy level within the molecules is increased i cascading incremental steps in proportion to the number o pulses;

(E) maintaining the charge of said capacitor during th application of the pulsating charge voltage, whereby th co-valent electrical bonding of the hydrogen and oxyge atoms within said molecules is destabilized, such that th force of the electrical field applied to the molecule exceeds the bonding force within the molecules, and th hydrogen and oxygen atoms are liberated from the molecule as elemental gases.

2. The method of claim 1 including the further steps o collecting said liberated gases and any other gases that wer formerly dissolved within the water and discharging sai collected gases as a fuel gas mixture.

*** END OF PATENT TEXT ***

--------------------------------------------------------------------

Note:

1N1198 Diode is also a NTE 5995 or a ECG 5994. It is a 40A 600 PI Diode (the 40A is over kill and may not be needed).

Stainless Steel "T304" is a type of weldable Stainless, but othe types should work the same. "T304" is just the more common type of

Stainless tubing available.

The outer tube figures out to be 3/4" 16 gauge (.060 "wall") tube ( common size) cut to 4 inch length 
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The inner tube figure out to be 1/2" 18 gauge (.049 "wall", this i a common size for this tube, but the actual gauge cannot be figure from this patent documentation, but this size should work) cut to  inch length.

You should also attach the two leads to the Stainless, usin Stainless solid rod (1/6 dia would do) and USE LEAD FREE SOLDER  (you may want the purified water that is returned to drink som day).

You also need to figure out a way to keep the two tubes separate from each other. This could be done with small pieces of plastic They cannot block the flow of water into/out of the tubes.

It was not indicated if the inner tube is full of water or not. Th guess here is that it is full of water, and this doesn't effect th device at all.

The Patent doesn't say but I would think that insulating the lead with some type of tubing up to the tubes would be electricall correct (and probably wouldn't hurt).

The pulse frequency was not printed, it is estimated from the siz of the coils and transformer that the frequency doesn't exceed 5 Mhz. Don't depend on this being fact, it's just a educated guess.

The circuit to do this is not shown, just empty boxes. It's time t get out your SCOPE and try things !

Don't forget to share your results with others ! GREED is why thi type of thing never gets out into the world to do some GOOD.

If you want to make some money, make something PRACTICAL that WORK and that PEOPLE can use in their every day lives, then sell it!

Holding onto information like this only hurts ALL OF US !!

--------------------------------------------------------------------

If you have comments or other information relating to such topic as this paper covers, please upload to KeelyNet or send to th Vangard Sciences address as listed on the first page Thank you for your consideration, interest and support.

Jerry W. Decker.........Ron Barker...........Chuck Henderson

Vangard Sciences/KeelyNet

--------------------------------------------------------------------

If we can be of service, you may contact

Jerry at (214) 324-8741 or Ron at (214) 242-9346

--------------------------------------------------------------------
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Best regards, Stefan Hartmann,c/o Workshop for

Decentral Energy Research

email to: leo@zelator.in-berlin.de
